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Panel 

Model name 24B3QA2

Driving system TFT Color LCD 

Viewable image size 60.5cm diagonal (23.8’’ wide screen)

Pixel pitch 0.2745mm(H) x 0.2745mm(V)

Others

Horizontal scan range 

Horizontal scan Size 
(Maximum) 527.04mm

Vertical scan range

Vertical scan Size
(Maximum) 296.46mm

Max resolution

Plug & Play VESA DDC2B/CI

Power source 100-240V~, 50/60Hz, 1.5A 

Power consumption

Typical (default brightness 
and contrast) 

19W

Max. (brightness =100, 
contrast =100)

�133W

Standby mode �10.5W

Physical
Characteristics 

Connector type DisplayPort/HDMI/D-Sub/Audio in/Earphone out

Signal cable type  Detachable

Temperature

Operating 0°C~40°C 

Non-operating -25°C~55°C

Humidity
Operating 10%~85% (non-condensing) 

Non-operating 5%~93% (non-condensing) 

Altitude

Operating 0~5000m (0~16404ft ) 

Non-operating 0~12192m (0~40000ft ) 

Environmental

Built-In Speaker 2Wx2

542.4x412.1x202.3mm (WxHxD)

2.97kg

Dimensions
(with stand)

Net weight

30k-85kHz (D-SUB)
30k-140kHz (HDMI/DisplayPort)

48-75Hz (D-SUB)
48-120Hz (HDMI/DisplayPort)

1920x1080@75Hz(D-SUB)
1920x1080@120Hz (HDMI/DisplayPort)
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